Wytacznik termiczny; bimetal; 125°C; KSD301A-A314
10A/250V; termostat; NC; normalnie zamkniety

Informacje ogdlne:

e Nazwa: termostat/ wytgcznik termiczny
e Typ: bimetal

e Nr: KSD301A-A314

e Konfiguracja wyjscia: NC

e Rodzaj bezpiecznika: bakelit

Dane techniczne:

e Maksymalny prad pracy: 10A

e Maksymalne napiecie pracy: 250V AC

e Temperatura otwarcia / przepalenia: 125°C
e Zywotnoéé: 100 000 cykli

e Certyfikaty/ standardy: RoHS

Parametry fizyczne:
e Wymiary: $rednica: 16 mm, wysokos$¢: 7 mm
e Rozstaw otworow montazowych: 24 mm

e Przytacze: konektory 6,35 mm

NC — normalnie zamkniety
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NC - styk normalnie zamkniety
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KSD-301 THERMOSTAT

SPECIFICATION

o Electrical Raling : 164 125V AC (Resistive Load)
104 250V AC (Rosistive Load)
164 250V AC (Rosistive Load)
e Operating Temp : 50 = 175T (UL.CUL 2057)
© Differential | 10-30K (15K Standard)
o Temp. Tolerance : Operating Temp £3K £ 5K
o Heal Durability : 2207 Max. (PFPS)
@ Circuit Resislance | 50m 0 Manx.
o Insulation Resistance | 100M 2 Min.at DC500V
o Dielectric Strength : AC 1000V for One Minula
or AC 1800V for One Second
e Operating Life : 100000 Cydes (164 125V/10A 250V AC)
10000 Cycles (164 250V AC)
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